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1
MULTI-CHIP MODULE ARCHITECTURE

CROSS-REFERENCE TO RELATED PATENT
APPLICATIONS

This application is related to U.S. application Ser. No.
13/781,449, filed Feb. 28, 2013, and titled “SYSTEM FOR
AND METHOD OF WEATHER PHENOMENON
DETECTION USING MULTIPLE BEAMS.” The entirety
of U.S. application Ser. No. 13/781,449 is hereby incorpo-
rated by reference.

BACKGROUND

The present invention relates generally to the field of
radar and other radio frequency (RF), microwave and mil-
limeter wave frequency sensor systems. More specifically,
the present invention relates generally to an electronically
scanned array (ESA) radar system, such as an active elec-
tronically scanned array (AESA) radar system.

AESAs may generally include multi-chip modules for
control of the AESA but may be very complex and have a
high chip count. For example, the multi-chip module may
include various components such as controller chips, analog
chip, transmit/receive switches and modules, power ampli-
fiers, low noise amplifiers, local beam control, etc. Each
component may be optimized for performance, but it may be
labor intensive, high cost, and require significant calibration.
In addition, rapid beam movement in ESA systems requires
high data bandwidths to each individually controlled ele-
ment. This high speed data bandwidth either limits the
available beam to beam switching speeds or forces a com-
plex very high speed data path to be available to ESA
elements from a centralized beam control element at an
appreciable cost. Distributed control and memory to mini-
mizes data speeds and thus cost. Further, such a module may
require extra maintenance, which may be an issue since an
aircraft generally has to fly on a schedule, and limiting
dispatchability or availability of the aircraft may be costly in
a commercial airline setting. What is needed is a system
and/or method that provides a lower cost operation of an
AESA.

It would be desirable to provide a system and/or method
that provides one or more of these or other advantageous
features. Other features and advantages will be made appar-
ent from the present specification. The teachings disclosed
extend to those embodiments that fall within the scope of the
appended claims, regardless of whether they accomplish one
or more of the aforementioned needs.

SUMMARY

One embodiment of the disclosure relates to a multi-chip
module (MCM) including a set of one or more first semi-
conductor components and a plurality of second semicon-
ductor components. The first semiconductor component set
is coupled to the plurality of second semiconductor compo-
nents, and the first semiconductor component set is config-
ured to control the plurality of second semiconductor com-
ponents. Each of the plurality of second semiconductor
components is accessible through a plurality of data strings
providing communication between the first semiconductor
component set and the plurality of second semiconductor
components, each data string defining a unique path between
the first semiconductor component set and the plurality of
second semiconductor components, such that the plurality of
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data strings provide redundant data paths between the first
semiconductor component set and the plurality of second
semiconductor components.

Another embodiment relates to a subassembly for an
electronically scanned array including an antenna aperture
layer configured to selectively emit and receive radio waves,
a radio frequency (RF) ground layer, a radio frequency
integrated circuit (RFIC) multi-chip module (MCM) attach
layer, and a thermal layer. The RFIC MCM attach layer has
attached thereto a plurality of MCMs, each MCM including
a set of one or more first semiconductor components and a
plurality of second semiconductor components controlled by
the first semiconductor component set. The thermal layer is
configured to draw heat away from at least one of the first
semiconductor component set and the second semiconductor
components.

Another embodiment relates to an electronically scanned
array including a master controller and a plurality of multi-
chip transmit/receive modules. Each transmit/receive mod-
ule includes a set of one or more first semiconductor
components and a plurality of second semiconductor com-
ponents. The first semiconductor component set is coupled
to the plurality of second semiconductor components, and
the first semiconductor component set is configured to
control the plurality of second semiconductor components.
Each of the plurality of second semiconductor components
is accessible through a first plurality of data strings provid-
ing communication between the first semiconductor com-
ponent set and the plurality of second semiconductor com-
ponents, each data string of the first plurality of data strings
defining a unique path between the first semiconductor
component set and the plurality of second semiconductor
components, such that the first plurality of data strings
provide redundant data paths between the first semiconduc-
tor component set and the plurality of second semiconductor
components. Each of the transmit/receive modules is acces-
sible by the master controller through a second plurality of
data strings providing communication between the master
controller and the plurality of transmit/receive modules,
each data string of the second plurality of data strings
defining a unique path between the master controller and the
plurality of transmit/receive modules, such that the second
plurality of data strings provide redundant data paths
between the master controller and the plurality of transmit/
receive modules.

Another embodiment relates to a multi-chip module
(MCM) that includes multiple semiconductor components.
Functional allocation of the requirements for the ESA is
distributed optimally across these multiple components tak-
ing advantage of individual technologies. These allocated
functional requirements include, but are not limited to, RF
transmit and receive functions, distributed beam coefficient
memory, distributed control elements, distributed computa-
tion elements, localized power supply for all of the MCM
semiconductor components and thermal management. A first
RFIC (radio frequency integrated circuit) semiconductor
and distributed power supply can be controlled by a distrib-
uted computer semiconductor. The distributed computer
offers the advantage of sharing the computational burden of
a high beam switching rate system across multiple proces-
sors within the ESA system and also reducing digital bus
electromagnetic interference (EMI). The first RFIC compo-
nent and a plurality of secondary RIFC semiconductor
components make up the ESA’s RF transmit/receive mod-
ule. The first RFIC semiconductor component can be
coupled to the plurality of secondary RFIC semiconductor
components. The first RFIC semiconductor component is
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configured to control the plurality of secondary RFIC semi-
conductor components. Each of the plurality of RFIC semi-
conductor components within the MCM is accessible
through a plurality of data strings providing communication
between the multiple semiconductor components. Each data
string defines a unique path between the multiple semicon-
ductor components and data string bus redundancy is pro-
vided to improve reliability, availability and dispatchability
of the ESA system. Both high speed beam selection and
redundancy are optimized by the distributed nature of beam
control.

Another embodiment of the present disclosure relates to a
subassembly for an electronically scanned array MCM. The
MCM subassembly includes a sub-aperture layer configured
to selectively emit and receive radio waves. The subassem-
bly further includes a radio frequency (RF) ground layer.
The subassembly further includes a radio frequency inte-
grated circuit (RFIC) die or package attach layer, wherein
the RFIC layer comprises a plurality of semiconductor
components,

Yet another embodiment of the present disclosure relates
to the use of the MCM within an electronically scanned
array. The electronically scanned array includes a plurality
of MCM transmit/receive modules. Each of the plurality of
second semiconductor components within the MCM is
accessible through a plurality of data strings providing
communication between the semiconductor components
with each data string defining a unique path between the
semiconductor components

BRIEF DESCRIPTION OF THE DRAWINGS

The invention will become more fully understood from
the following detailed description, taken in conjunction with
the accompanying drawings, wherein like reference numer-
als refer to like elements, in which:

FIG. 1 is an illustration of an aircraft control center of an
aircraft, according to an exemplary embodiment;

FIG. 2 is an illustration of a front of an aircraft including
a radar system, according to an exemplary embodiment;

FIG. 3 is a block diagram of the radar system of FIG. 2,
according to an exemplary embodiment;

FIGS. 4A-F are schematic illustrations of multi-chip
module configurations, according to exemplary embodi-
ments;

FIG. 5 is a schematic illustration an illustration of a
subassembly for an electronically scanned array, according
to an exemplary embodiment;

FIGS. 6A-D are schematic illustrations of multi-chip
module configurations, according to other exemplary
embodiments;

FIG. 7 is a schematic illustration of a subassembly for an
electronically scanned array, according to another exem-
plary embodiment;

FIG. 8 is a schematic illustration of a multi-chip module
configuration, according to an exemplary embodiment;

FIG. 9 is a circuit diagram of a transmit/receive chip of the
multi-chip module of FIG. 8, according to an exemplary
embodiment; and

FIGS. 10A-C illustrate examples of an array communi-
cation signal arrangement of the electronically scanned
array, according to an exemplary embodiment.

DETAILED DESCRIPTION

Before describing in detail the particular improved system
and method, it should be observed that the invention
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includes, but is not limited to a novel structural combination
of conventional data/signal processing components and
sensing circuits, and not to the particular detailed configu-
rations thereof. Accordingly, the structure, methods, func-
tions, control and arrangement of conventional components
and circuits have, for the most part, been illustrated in the
drawings by readily understandable block representations
and schematic diagrams, in order not to obscure the disclo-
sure with structural details which will be readily apparent to
those skilled in the art, having the benefit of the description
herein. Further, the invention is not limited to the particular
embodiments depicted in the exemplary diagrams, but
should be construed in accordance with the language in the
claims.

Referring generally to the figures, a multi-chip module
(MCM) is shown and described that may be used in radar
and communications systems utilizing electronically
scanned arrays (ESA).

Semiconductor components within the MCM may be
coupled via a plurality of data strings that provide commu-
nications between the semiconductor components. Each data
string may define a unique path between the semiconductor
components. In one embodiment, each of the secondary
semiconductor components may be part of at least three data
strings. Further, in some embodiments, each secondary
semiconductor component may be the first device in only
one of the data strings.

In one embodiment, the MCM may include radio fre-
quency integrated circuits (RFIC) as part of the subassem-
bly. The subassembly may further include an aperture (an-
tenna element) layer configured to selectively emit and
receive radio waves, a radio frequency (RF) ground layer,
and a thermal management layer. The thermal management
layer may be configured to remove heat from the various
semiconductor components of the MCM. The thermal man-
agement layer can be either active or passive in nature. In
some embodiments, the thermal management layer may
include heat sinks, fins, thermal spreading devices or sub-
stances (e.g., using high thermal conductivity layers), micro-
fluidic cooling (e.g., two phase microfluidic cooling), etc.

The MCM as described in the present disclosure may be
used to provide for an independently steered multi-beam
active ESA at a lower cost, higher effective isotropic radi-
ated power (EIRP), and a lower noise system. The ESA may
feature a higher beam switching rate and a lower beam
switching latency, improving performance (e.g., by being
able in the ESA to switch faster and without pausing and
without excessive buffering time), and an optimized cost and
performance trade-off. In addition, distributed computer
control and judicious control line redundancy improves the
reliability, availability, and dispatchability of the ESA sys-
tem. The MCM may have a low unit cost per area taken up
by the components, may have a high circuit density per area,
and may work with RF, analog, and digital circuits within a
common RFIC. According to an exemplary embodiment, the
chip count in the MCM is minimized by using a mixed
signal silicon germanium (SiGe) TR RFIC module. Such a
module may act as a master controller for a plurality of other
chips (e.g., other chips coupled to the module such as
gallium arsenide (GaAs) chips, gallium nitride (GaN) chips,
etc.). The other chips may be simplified.

In one embodiment, the MCM and ESA as described
herein may be used as part of any ESA system that requires
rapid beam changes, pulse to pulse beam control, or radar
sample to sample beam control. One such radar is described
in greater detail with reference to U.S. application Ser. No.
13/781,449, titled “SYSTEM FOR AND METHOD OF
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WEATHER PHENOMENON DETECTION USING MUL-
TIPLE BEAMS,” which is assigned to the assignee of the
present application and incorporated by reference herein.

According to some embodiments, a multi-chip module
(MCM)/assembly that optimizes the cost and performance
trade for electronically scanned arrays (ESA) for use in
radar, and communication, navigation and surveillance sys-
tems (CNS), including Satcom, is provided. The MCM
includes multiple semiconductor chip components. Func-
tional allocation of the requirements for the ESA may be
distributed optimally across these multiple chip components
taking advantage of individual technologies. These allocated
functional requirements include, but are not limited to, RF
transmit and receive functions, distributed beam coefficient
memory, distributed control elements, distributed computa-
tion elements, localized power supply for all of the MCM
semiconductor components and thermal management. A first
RFIC (radio frequency integrated circuit) semiconductor
and distributed power supply can be controlled by a distrib-
uted computer semiconductor. The distributed computer
offers the advantage of sharing the computational burden of
a high beam switching rate system across multiple proces-
sors within the ESA system and also reducing digital line
electromagnetic interference (EMI). The first RFIC compo-
nent and a plurality of secondary RIFC semiconductor
components make up the ESA’s RF transmit/receive mod-
ule. The first RFIC semiconductor component can be
coupled to the plurality of secondary RFIC semiconductor
components. The first RFIC semiconductor component is
configured to control the plurality of secondary RFIC semi-
conductor components. Each of the plurality of RFIC semi-
conductor components within the MCM is accessible
through a plurality of data strings providing communication
between multiple semiconductor components Each data
string defines a unique path between the semiconductor
components and data string bus redundancy is provided to
improve reliability, availability, and dispatchability of the
ESA system. Both high speed beam selection and redun-
dancy are optimized by the distributed nature of beam
control.

Referring to FIG. 1, an illustration of an aircraft control
center or cockpit 10 is shown, according to one exemplary
embodiment. Aircraft control center 10 includes at least one
flight display 20. The pilot may use flight display 20 to
increase visual range and to enhance decision-making abili-
ties. In an exemplary embodiment, flight display 20 may be
configured to show weather, terrain, fixed obstacles, variable
obstacles (e.g., other aircraft), flight characteristics (e.g.,
altitude or speed), or any combination thereof.

In FIG. 2, the front of an aircraft is shown with aircraft
control center 10 and nose 100, according to an exemplary
embodiment. A radar system 102 is generally located inside
nose 100 of the aircraft. According to other exemplary
embodiments, radar system 102 may be located at the top of
the aircraft or on the tail of the aircraft. In an exemplary
embodiment, radar system 102 can be a weather radar
system that is adapted to use a multiplexed beam pattern in
a radar scan 106 to sense weather phenomena such as wind
shear. Radar scan 106 can scan 30 degrees in azimuth per
second in one embodiment. While FIGS. 1-2 specifically
refer to an aircraft, radar system 102 may be implemented on
any stationary or mobile platform.

Advantageously, system 102 can be utilized to sense a
variety of weather phenomenon, including wind shear and
other hazards using an antenna 104. Radar antenna 104 may
be an active electronically scanned array (AESA) antenna or
active phase antenna. Antenna 104 may include an array of
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individual steerable elements. The elements may be solid
state transmit/receive modules. The modules may provide
signals at different frequencies or with different coding.
Beams may be aimed from the AESA antenna by emitting
separate radio waves from each module that interfere con-
structively at certain angles in front of antenna 104. Antenna
104 may be steered by using phase shift, or True Time Delay
for Ultra-broad Band systems. In one embodiment, antenna
104 may include or be used with two or more receivers.

Referring to FIG. 3, according to an exemplary embodi-
ment, radar system 102 includes a processor 303, a memory
304, and a receiver/exciter circuit 302. Radar system 102
may further be connected to an AESA antenna 104 and
display 20. In one embodiment, processor 303 controls
AESA antenna 104 to provide multiplexed pulses using
AESA antenna 104 configured as a selectable subaperture
antenna. Although system 102 is discussed below as an
avionic radar system, system 102 may also by a ground-
based, space-based, or naval-based radar system. For
example, system 102 may be or include a sense and avoid
(S&A) or ground moving target indicator (GMTI) radar, a
search and rescue radar, a “brown out” radar, a multimode
signal intelligence radar, an electronic warfare radar, a
border surveillance radar, a maritime radar, a fire control
radar, a millimeter wave (MMW) imaging and landing radar,
used in a high data rate system (a system that may provide
radar images in real-time video data format), or otherwise.
As another example, the MCM and ESA as described may
be used in a hybrid frequency modulated continuous wave
(FMCW)/pulsed radar system.

Referring generally to FIGS. 4-10, various illustrations of
a multi-chip module architecture are shown. The multi-chip
modules may be implemented in AESA antenna 104. AESA
antenna 104 may generally include a RFIC MCM layer that
includes the one or more MCMs. Each MCM may include
a first semiconductor component that acts as a master
controller and two or more (e.g., many) second semicon-
ductor components connected to the first semiconductor
component. Only the RFIC chips are shown for clarity, but
power supply and distributed computer chips can reside
within the MCM as well.

The semiconductor component that acts as a master
controller may be a silicon germanium (SiGe) RFIC trans-
mit/receive (T/R) module chip, and the other semiconductor
components may be gallium arsenic (GaAs) chips, accord-
ing to one embodiment. The SiGe T/R module can contain
any or all of the following functions: limiter T/R switching,
Low Noise Amplifiers (LNA), Power Amplifier (PA), vari-
able gain reviewer and exciter amplification, attenuator
phase shift (or time delay), temperature sensing, power
detection, phase detection, distributed computing and
memory, power supply, etc. Additionally, the SiGe T/R
module may be configured to provide bias and control of
“slaved” RFICs that are incorporated to improve systems
performance. Silicon germanium is a high volume, low cost,
mixed signal digital analog RF material. Silicon germanium
may be used because of a high circuit density (low cost per
square millimeter). A SiGe chip may be configured to
control more than, for example, a GaAs chip or a gallium
nitride (GaN) chip. The use of the SiGe chip may provide a
high beam switching rate per dollar and low beam latency
per dollar (e.g., optimizing the cost performance traits of the
chip in the MCM and ESA). By using the SiGe chip, the
number of control lines that are in communication with the
other chips and components within the MCM may be
reduced (e.g., control lines within the T/R module, between
T/R modules, between the T/R module and the beam con-
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troller, between the T/R module and the power supply, etc.).
Further, the use of the SiGe chip may allow for localized
storage of data. Therefore, the computational burden to drive
the beams of the antenna (e.g., independent beam selection)
is distributed using multiplexed and localized functional
control. Further, a self-calibration and self-testing process
may be built into the chip. The distributed digital control
architecture may provide for intra-chip redundancy, which
improves reliability of the MCM, which in turn improves the
reliability, availability and dispatchibility of the ESA sys-
tem.

In the present embodiment, the distributed nature of the
power amplifiers (PA) and low noise amplifier (LNA) spread
across the entire radiation aperture allows for more degrees
of freedom for thermal management. In other words, the
heat generated by the PA and L.NA chips may be distributed
across the entire array face of the MCM instead of being
localized at a point source, which may help with thermal
management problems of the MCM. In addition, an embed-
ded thermal management layer may further facilitate the
transport of the flux away from the MCMs to a separate heat
sink.

SiGe RFIC technology may allow the use of multiple,
electronically independently steered beams at different fre-
quencies in the radar or communication system. Since the
various semiconductor components coupled to the SiGe chip
can be channelized, the multiple beams may be indepen-
dently steered as the chips are in parallel with high isolation.
The MCMs utilizing the SiGe RFIC technology may have a
multi channel PA RFIC or a multi channel LNA RFIC. In
some embodiments, dual (or more) polarizations for a given
frequency band may be provided (e.g., polarimetric radar).

In one embodiment (shown generally in FIGS. 4-7), a
MCM may include a SiGe T/R module driving four other
chips. The SiGe T/R module may be configured to drive a
PA, a LNA, and a T/R switch. In other embodiments, the
SiGe T/R module may be configured to drive various
permutations of chips (e.g., multi channel PA, multi channel
LNA, multi channel T/R switch, multi channel SiGe T/R
module, etc.) without departing from the scope of the
present disclosure. In other words, the SiGe T/R module
may drive GaAs, GaN, or InP chips, or any combination
thereof, depending on the performance and cost tradeoffs
one wishes to make. In one embodiment, GaAs may be used
for power generation and LNA purposes. GaNs may be used
for improved power efficiency. InPs may be used for very
high frequency millimeter waves. In some embodiments,
receiver noise may be improved by utilizing chip level GaAs
LNA stages for each multi-channel SiGe T/R RFIC.

In various embodiments, flip chip, wire bond, and/or other
die attachment techniques may be utilized for the PA and/or
LNA purposes.

Referring generally to FIGS. 4A-F, examples of MCM
architectures are shown, according to exemplary embodi-
ments. Each configuration 400, 410, 420, 430, 440, 450 is
shown to include a primary semiconductor component 406.
Component 406 is shown as a 4 channel SiGe T/R RFIC,
configured to connect with up to four semiconductor com-
ponents. Each MCM configuration 400-450 is shown to
include a MCM perimeter 402 defining the area occupied by
the MCM.

In the embodiments of FIGS. 4A-F, various MCM archi-
tectures are shown that illustrate how the companion chips
to the SiGe chip may be partitioned in the MCM. In the
embodiment of FIG. 4A, component 406 is shown con-
nected to four LNA chips 404. In the embodiment of FIG.
4B, component 406 is shown connected to four PA chips
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408. In the embodiment of FIG. 4C, component 406 is
shown connected to two two-channel LNA chips 412. In the
embodiment of FIG. 4D, component 406 is shown con-
nected to two two-channel PA chips 414. In the embodiment
of FIG. 4E, component 406 is shown connected to a four-
channel LNA chip 416. In the embodiment of FIG. 4F,
component 406 is shown connected to a four-channel PA
chip 418.

The embodiments of FIGS. 4A-F illustrate a 4-channel
SiGe RFIC chip. In other embodiments, any number of
channels may be used. For example, in one embodiment, an
8-channel SiGe RFIC chip may be used and up to eight chips
may be connected to component 406.

In various embodiments, any combination of chips may
be used in the MCM. For example, instead of four LNA
chips 404 or four PA chips 408 as illustrated in FIGS. 4A-B,
a MCM may include one LNA chip, one PA chip, one T/R
RFIC, and a limiter, or any other type or combination of
chips. For example, chips 404, 408, 412, 414 may each be
a'T/R switch, a directional coupler, a PIN diode limiter, a PA,
a LNA, etc. The chips may be GaAs chips, GaN chips, InP
chips, or otherwise. In other words, the MCM as described
in the present disclosure may be very flexible such that any
type of component may be used in conjunction with the SiGe
RFIC chip for ESA operation.

In one embodiment, a relationship between the number of
channels of a first semiconductor (the SiGe RFIC chip) and
the plurality of secondary semiconductor components may
be maintained. For example, the SiGe RFIC chip may be an
a-channel T/R RFIC, where a is an integer. There may be
[ A-channel second semiconductor components, where {3, A
are integers. Thus, there may be a relationship between a, f3,
A such that fxi=a. For example, referring to FIG. 4C, two
two-channel components (§, the number of second compo-
nents is 2 and A, the number of channels in each component
is 2) are shown connected to a four channel (c=4) SiGe T/R
RFIC.

In some implementations, one or more MCMs as
described above according to exemplary embodiments may
be utilized in an ESA antenna architecture or subassembly.
Referring to FIG. 5, an ESA antenna 104 architecture
(shown as assembly 505) is shown in greater detail. Assem-
bly 505 generally includes an aperture (antenna element)
layer 502, an underground or RF ground layer 504, and a
thermal layer 506, in addition to a RFIC MCM layer
including multiple MCMs 508. MCMs 508 may be a com-
bination of MCMs as generally described with reference to
FIGS. 4A-F. Thermal layer 506 may be configured to
provide thermal management to MCMs 508 (to cool the
chips in MCMs 508). Each MCM 508 has an internal
thermal management layer that connects to the greater
thermal layer 506 of assembly 505 for a continuous thermal
conduction path to the system heat sink.

Referring now to FIGS. 6A-D and 7, further MCM
architectures 600, 610, 620, 630 are shown that illustrate
how companion chips to the SiGe chip may be partitioned in
the MCM. Only the RFIC chips are shown for clarity, but
power supply and distributed computer chips can reside
within the MCM as well. Because of element to element
spacing in the radiation aperture of the ESA, there may be
an issue where the array lattice (the framework of the ESA
antenna architecture 700) is too tight to allow multiple
MCMs to fit. Therefore, in the embodiment of architecture
700 of FIG. 7, MCMs 708 are shown both on top of the
aperture (e.g., above aperture layer 702) and on the bottom
of the aperture (e.g., below thermal layer 706). Further,
thermal layer 706 may be placed in various areas to provide
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a thermal path connection to the thermal management layers
within each MCM 708 located throughout architecture 700.
Such an architecture may solve a compaction problem if
space in the ESA is limited.

In some embodiments, the subassembly may include an
RF feed manifold layer (e.g., an n-way RF combiner/
splitter). In transmit, the n-way combiner splits the common
input signal to feed each MCM. In receive, each signal
coming from the MCM may be summed together through
the manifold layer. The RF manifold layer is not illustrated
in FIGS. 5 and 7 for clarity.

In some embodiments, the MCMs (e.g., “top side” and/or
“bottom side” MCMs 508 and 708) may be “complete”
MCMs that contain all functions. In some embodiments, the
MCMs may be functionally segmented MCMs, in which
components to perform some functions are provided in some
MCMs and components to perform other functions are
provided in other MCMs.

Referring again to FIGS. 6A-D, MCMs 600, 610, 620,
630 are shown with various structures. In MCM 600 of FIG.
6A, four LNA chips 604 are shown coupled to SiGe T/R
RFIC chip 606. These LNA chips 604 may be packaged
RFICs placed on the radiation layer of ESA antenna archi-
tecture 700, for example. Similarly, in MCM 610 of FIG.
6B, four PA chips 608 are shown coupled to SiGe T/R RFIC
chip 606, and PA chips 608 are placed on the radiation layer.
In MCM 620 of FIG. 6C, two two-channel LNA chips 612
are placed on the radiation layer, and in MCM 630 of FIG.
6D, two two-channel PA chips 614 are placed on the
radiation layer.

Referring again generally to FIGS. 4-7, ESA radiating
element spacing may be maintained in the ESA architecture.
Such spacing may require a particular perimeter size for the
MCMs in the ESA (e.g., perimeters 402, 602 as shown in
FIGS. 4A-F and 6A-D). While perimeters 402, 602 are
shown as rectangular, in other embodiments they may be
shaped and spaced differently (e.g., they may be triangular
in nature to offer more physical room for equivalent elec-
trical performance). Further, such spacing may need to be
maintained for MCM-to-MCM pitch along the ESA aper-
ture. In one embodiment, the 1** order lattice spacing of the
radiating elements may be A/2xA/2 at the highest operating
frequency of the ESA, where A is the wavelength at the
operational frequency. For example, a four channel MCM
may feed a 2x2 “subarray” of radiating elements. In various
embodiments, the MCMs may or may not have a radiating
element. The aperture may be a contiguous printed circuit
board that the MCMs attach to, or each MCM may have its
own “local” aperture. In some embodiments, each MCM
may have its own radome superstrate within its own inte-
grated radiation layer.

In the implementation shown in FIG. 5, the MCMs 508
are placed under the radiating element ground layer 504 to
best minimize parasitic radiation. In the embodiment of FIG.
5, the ESA lattice spacing allows may be sufficient for
MCMs 508. MCMs 508 are shown placed as single MCMs,
which may be a desired implementation as long as the sizes
of the chips are small enough. In another embodiment, the
SiGe chip 406, LNA chips 404, PA chips 408, and other
chips may be multichannel custom RFICs to optimize the
chip layout and cost in architecture 500.

In the implementation shown in FIG. 7, MCMs 708 may
be packaged separately and placed on the “hot” radiating
side—with proper electromagnetic shielding provided for
the MCM assembly—(e.g., above aperture layer 702) of the
ESA. Further MCMs may be implemented in the aperture
feed manifold layers of the ESA in some embodiments. It
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10
should be understood that the layouts illustrated in FIGS. 4-7
are illustrative only and other RFIC partitioning schemes
may be used (e.g., different number of RFIC channels,
different physical layout, different thermal management
methods, packing schemes, etc.).

The partitioning described in FIGS. 4-7 may be applicable
to various RFIC packaging and environment protection
applications (e.g., for hermetic thermal coating of integrated
circuits).

The embodiments of FIGS. 4-7 may allow a user to
interconnect with various chips 404, 408, 412, 414, 604,
608, 612, 614 through the SiGe T/R RFIC chip 406 or 606.
Each chip may need various lines for buses, positive volt-
ages, negative voltages, and ground. For a whole ESA, there
may be many elements, each with the various lines. By using
SiGe chip 406 or 606 as a master controller, an input may be
received by the controller and then provided to the various
other chips.

The SiGe T/R RFIC module may be configured to provide
bias control to the other chips (e.g., GaN, GaAs, etc.)
connected to the module. Bias lines for the non-SiGe chips
in the MCMs may reside within the SiGe T/R RFIC module
only, instead of connecting back to the ESA power supply
and the local distributed MCM computer, or the beam
steering module of the aircraft. The SiGe T/R RFIC module
controls the other chips in a slaved fashion, and the com-
munications module of the aircraft may control the SiGe T/R
RFIC module operation to control the operation of the other
chips.

The SiGe T/R RFIC module may be configured to provide
on-board calibration sensing and stimulus for the other
chips. For example, temperature sensors, power monitoring
sensors, phase detectors, etc. may be placed within the SiGe
T/R RFIC module and other chips. As other examples, built
in self testing (BIST) systems and self-calibration or self-
healing systems may be included within the SiGe T/R RFIC
module.

The SiGe T/R RFIC module may be configured to serve
as a limiter controller, in conjunction with a PIN diode (or
other) limiter, to “clamp” spurious RF energy unwanted by
the system to the other GaAs/GaN chips connected to the
module. The SiGe T/R RFIC module may have pre-bias
circuitry to be used to facilitate a faster “turn-on” time of a
PIN diode limiter, at a reduced time than would occur
merely from the rectification of the alien RF energy to
forward bias the PIN diode.

The SiGe T/R RFIC module may allow for local redun-
dancy in the individual MCM. For example, when the SiGe
T/R RFIC module communicates with other chips coupled
to the master controller, there may be multiple paths of
communication possible. If one particular connection has a
problem, other paths may be used because of the various
connections between the other chips and the SiGe T/R RFID
module (the master controller).

In conjunction with ESA thermal layer 506, embedded
thermal management may be included within the MCM. For
example, a thermal spreader may be used that is interlaced
between thermal layer 506 and MCMs 505 to provide a
lateral spreading of heat away from the heat source. As
another example, micro fluidic cooling may be used in both
thermal layer 506 and within the thermal layer of the MCM
508. There may be liquid cooling at the MCM level that may
occur right underneath a junction in the main semiconductor
or master controller of the MCM. As another example, liquid
metal cooling may be used to pull heat away by use of
magnetic fields. As yet another example, a two-phased
closed loop system may be used in which heat is absorbed
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in liquid. The liquid turns into gas and then turns back into
liquid when pushed out to a heat sink. As yet another
example, refrigerants may be used to cool components in the
MCM. In some embodiments, thermal management connec-
tions may be provided between the MCM and ESA thermal
layer 506 to provide thermal transfer between the MCM and
ESA thermal layer 506.

As a result of the various embodiments described herein,
thermal management of the ESA may occur on the board
level, at the MCM level, or at the semiconductor die level.
The thermal management at various layers of the ESA may
help spread heat throughout the system.

Referring now to FIG. 8, another multi chip module 800
configuration is shown. MCM 800 is shown to include a
master controller 806, i.e., a 4 channel SiGe T/R RFIC.
MCM 800 further includes four chips 802 coupled to master
controller 806. Chips 802 may be GaAs or GaN T/R RFIC
chips. In the embodiment of FIG. 8, chips 802 may be
multi-function chips, including a power amplifier and low
noise amplifier. Any MCM level power supply and distrib-
uted computer chips are not shown for clarity.

Referring to FIG. 9, chip 802 is shown in greater detail.
Chip 802 includes a transmit/receive (T/R) switch 902
configured to alternate chip 802 between a transmit mode
and receive mode. Chip 802 is shown to include a power
amplifier (PA) 908 and low noise amplifier (LNA) 910.
Directional coupler 904 may be included in chip 802 to
sense a power output of PA 908. A limiter 906 (e.g., a
Schottky diode limiter/switch as illustrated in FIG. 9) may
be included in chip 802 to limit a power input to LNA 910.
Chip 802 may be described as a multi-function T/R RFIC
chip. Chip 802 may alternate between PA operation and
LNA operation via switch 902.

FIGS. 10A-C illustrate examples of an array communi-
cation signal arrangement within a subassembly, according
to an exemplary embodiment. The array communication
signal arrangement may be configured as three sets (1000,
1010, 1020) of overlapping daisy-chained serial data strings.
In other words, the connections between the individual
components 1004 shown in FIGS. 10A-C may be used to
sustain redundancy within the subassembly as described
above.

In the embodiment of FIGS. 10A-C, arrangements 1000,
1010, 1020 are shown to include a controller 1002 that
serves as a master controller. In some embodiments, con-
troller 1002 may be a beam steering controller or another
controller of an ESA subassembly. Each component 1004
may be a separate component within the subassembly. In
some embodiments, components 1004 may each represent a
separate MCM or component of an MCM. For example,
controller 1002 may be configured to communicate with
distributed computation elements of each MCM to perform
various functions of the subassembly, such as RF transmit
and receive functions, distributed beam coefficient memory,
distributed control elements, distributed computation ele-
ments, etc. Distributed computing may allow for increased
reliability and/or performance (e.g., increased beam switch-
ing speed).

In some embodiments, several components 1004 may be
connected to controller 1002 by at least three separate
strings. For example, MCM C 1004 is shown as part of a first
string with MCM F and MCM 1 in arrangement 1000; a
second string with MCM A and MCM B in arrangement
1010; and a third string with MCM G, MCM E, and MCM
C in arrangement 1020. Further, in some embodiments, no
individual MCM may be the first device in a series in more
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than one string. For example, MCM C 1004 is shown as the
first device in only one string, in FIG. 10A.

In the embodiments of FIGS. 10A-C, the three (or more)
data strings that each component 1004 may be included in
may improve redundancy and reliability of the subassembly.
For example, if one component or data stream (e.g., MCM
or distributed computation element) malfunctions, other
components may still use other data strings to communicate
with controller 1002. In some embodiments, each compo-
nent may be the first device in only one string, so that a
malfunctioning component has the least impact possible on
the MCM.

In some embodiments, a similar redundant data bus
structure may be utilized within a single MCM. For
example, a MCM master device (e.g., a distributed comput-
ing element) may be connected to one or more semiconduc-
tor components (e.g., SiGe T/R RFIC chip) using several
separate data strings. In some embodiments, the MCM
master device may be connected to the slave semiconductor
components directly or through another semiconductor com-
ponent. In some embodiments, at least three data strings may
be used to connect the slave semiconductor components to
the master device. The multiple data strings connecting each
slave device to the master device within the MCM allow
semiconductor components of the MCM to continue com-
municating with the master device even if one of the
components or data lines becomes damaged, providing
increased redundancy and reliability within the MCM. In
some embodiments, the slave devices may include mono-
lithic microwave integrated circuits (MMICs).

In some embodiments, the MCMs and/or ESA subassem-
blies described herein may be configured to allow for control
and/or data storage/memory distribution among a set of
several components (e.g., several MCMs). The localized
control and/or storage elements may be controlled by a
master controller (e.g., beam steering computer) of the ESA.
In some embodiments, such distribution allowing local
control and/or local memory storage (e.g., at an MCM level)
may allow for faster beam switching with the ESA. Beam
control may be held in either a single large beam steer
computer or in a hierarchical beam control set of elements.
High beam update rates may be supported when needed by
very fast communication. Some systems are configured to
transmit a set of pulses at a given pointing angle before
repositioning the beam to a new position or to split their
available transmitter power between beams synthesized at
the same time. This simultaneous multiple beam generation
is useful if one has sufficient transmitter power and one is
looking at point targets that are separable in either range or
Doppler space. Such systems may not include fully distrib-
uted control of multiple beam coefficients.

In some embodiments, radar systems (e.g., weather radar
systems) may utilize distributed control and/or storage of
multiple beam coefficients, for example in multiple MCMs.
Such systems may use pulse to pulse beam control to
produce independent beams. Local storage of beam coeffi-
cients may provide for the ability to select beam sets across
the entire array. In some embodiments, such local control
and/or storage may be used in conjunction with a small
antenna windshear control algorithm. In some embodiments,
multiple beam positions may be employed during mid-flight.
For example, beam patterns may be changed during an
active transmit and/or active receive time.

The construction and arrangement of the systems and
methods as shown in the various exemplary embodiments
are illustrative only. Although only a few embodiments have
been described in detail in this disclosure, many modifica-
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tions are possible (e.g., variations in sizes, dimensions,
structures, shapes and proportions of the various elements,
values of parameters, mounting arrangements, use of mate-
rials, colors, orientations, etc.). For example, the position of
elements may be reversed or otherwise varied and the nature
or number of discrete elements or positions may be altered
or varied. Accordingly, all such modifications are intended
to be included within the scope of the present disclosure. The
order or sequence of any process or method steps may be
varied or re-sequenced according to alternative embodi-
ments. Other substitutions, modifications, changes, and
omissions may be made in the design, operating conditions
and arrangement of the exemplary embodiments without
departing from the scope of the present disclosure.

The present disclosure contemplates methods, systems
and program products on any machine-readable media for
accomplishing various operations. The embodiments of the
present disclosure may be implemented using existing com-
puter processors, or by a special purpose computer processor
for an appropriate system, incorporated for this or another
purpose, or by a hardwired system. Embodiments within the
scope of the present disclosure include program products
comprising machine-readable media for carrying or having
machine-executable instructions or data structures stored
thereon. Such machine-readable media can be any available
media that can be accessed by a general purpose or special
purpose computer or other machine with a processor. By
way of example, such machine-readable media can comprise
RAM, ROM, EPROM, EEPROM, CD-ROM or other opti-
cal disk storage, magnetic disk storage or other magnetic
storage devices, or any other medium which can be used to
carry or store desired program code in the form of machine-
executable instructions or data structures and which can be
accessed by a general purpose or special purpose computer
or other machine with a processor. When information is
transferred or provided over a network or another commu-
nications connection (either hardwired, wireless, optically,
including optical fiber, or a combination of hardwired or
wireless) to a machine, the machine properly views the
connection as a machine-readable medium. Thus, any such
connection is properly termed a machine-readable medium.
Combinations of the above are also included within the
scope of machine-readable media. Machine-executable
instructions include, for example, instructions and data
which cause a general purpose computer, special purpose
computer, or special purpose processing machines to per-
form a certain function or group of functions.

What is claimed is:

1. A multi-chip module (MCM), comprising:

a first semiconductor component;

a plurality of second semiconductor components, wherein
the first semiconductor component is coupled to the
plurality of second semiconductor components, and
wherein the first semiconductor component is config-
ured to control the plurality of second semiconductor
components;

wherein each of the plurality of second semiconductor
components is accessible through a plurality of data
paths providing communication defined by a plurality
of data strings between the first semiconductor com-
ponent and the plurality of second semiconductor com-
ponents, each data string defining a unique path for the
communication between the first semiconductor com-
ponent and a unique subset of the plurality of second
semiconductor components, such that the plurality of
data strings define redundant data paths between the
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first semiconductor component and each of the plurality
of second semiconductor components.

2. The multi-chip module of claim 1, wherein at least one
of the first semiconductor component and the plurality of
second semiconductor components comprise monolithic
microwave integrated circuits (MMICs).

3. The multi-chip module of claim 1, wherein the first
semiconductor component comprises at least one of silicon
germanium (SiGe), gallium arsenide (GaAs), gallium nitride
(GaN), and indium phosphide (InP).

4. The multi-chip module of claim 1,

wherein the first semiconductor component comprises an

a-channel transmit/receive radio frequency integrated
circuit (RFIC), where « is an integer.

5. A multi-chip module (MCM), comprising:

a first set of one or more first semiconductor components;

a plurality of second semiconductor components, wherein

the first set is coupled to the plurality of second
semiconductor components, and wherein the first set is
configured to control the plurality of second semicon-
ductor components;

wherein each of the plurality of second semiconductor

components is accessible through a plurality of data
paths defined by a plurality of data strings for commu-
nication between the first set and the plurality of second
semiconductor components, each data string defining a
unique path between the first set and at least one of the
plurality of second semiconductor components for the
communication, such that the plurality of data strings
define redundant data paths between the first set and
each of the plurality of second semiconductor compo-
nents, wherein the first set comprises an c-channel
transmit/receive radio frequency integrated -circuit
(RFIC), where a is an integer, wherein the plurality of
second semiconductor components comprise:

[ y-channel second semiconductor components, where

Pxy=c, and a, B, and vy are integers.

6. The multi-chip module of claim 1, wherein each of the
plurality of second semiconductor components comprises at
least one of a power amplifier, a low noise amplifier, and a
transmit/receive (T/R) RFIC.

7. The multi-chip module of claim 1, wherein at least one
of the first semiconductor component and the second semi-
conductor components comprise a T/R RFIC, the T/R RFIC
comprising at least one of'a T/R switch, a direction coupler,
a PIN diode limiter, a power amplifier, and a low noise
amplifier.

8. The multi-chip module of claim 1, wherein the plurality
of second semiconductor components comprise at least one
of silicon germanium (SiGe), gallium arsenide (GaAs),
gallium nitride (GaN), and indium phosphide (InP).

9. The multi-chip module of claim 1, wherein each of the
plurality of second semiconductor components are acces-
sible through at least three data strings.

10. The multi-chip module of claim 1, wherein each of the
plurality of second semiconductor components is a first
device in only one data string of the plurality of data strings.

11. A multi-chip module (MCM), comprising:

a first set of one or more first semiconductor components;

a plurality of second semiconductor components, wherein

the first set is coupled to the plurality of second
semiconductor components, and wherein the first set is
configured to control the plurality of second semicon-
ductor components;

wherein each of the plurality of second semiconductor

components is accessible through a plurality of data
paths defined by a plurality of data strings for commu-
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nication between the first set and the plurality of second
semiconductor components, each data string defining a
unique path between the first set and at least one of the
plurality of second semiconductor components for the
communication, such that the plurality of data strings
define redundant data paths between the first set and
each of the plurality of second semiconductor compo-
nents, wherein the MCM is one of a plurality of MCMs
in an electronically scanned array.

12. The multi-chip module of claim 1, further comprising
a thermal management layer configured to remove heat from
one or more of the first semiconductor component and the
plurality of second semiconductor components, wherein the
thermal management layer comprises at least one of an
active thermal management component and a passive ther-
mal management component.

13. The multi-chip module of claim 1, wherein the first set
of semiconductor component comprises a distributed com-
puting component, wherein the distributed computing com-
ponent is configured to communicate with a master control-
ler, and wherein the master controller is configured to
distribute one or more tasks across a plurality of multi-chip
modules with which the master controller is connected.

14. The multi-chip module of claim 1, further comprising
an on-chip power supply configured to supply power to the
first semiconductor component and the plurality of second
semiconductor components.

15. A subassembly for an electronically scanned array,
comprising:

an antenna aperture layer configured to selectively emit
and receive radio waves;

a radio frequency (RF) ground layer;

a radio frequency integrated circuit (RFIC) multi-chip
module (MCM) attach layer, wherein the RFIC MCM
attach layer has attached thereto a plurality of MCMs,
each MCM comprising a first set of one or more first
semiconductor components and a plurality of second
semiconductor components controlled by the first set;
and

athermal layer configured to draw heat away from at least
one of the first set and the second semiconductor
components, wherein the each of the plurality of sec-
ond semiconductor components is accessible through a
plurality of data paths defined by a plurality of data
strings providing communication between the first set
and the plurality of second semiconductor components,
each data string defining a unique path between the first
set and at least one of the plurality of second semicon-
ductor components.

16. The subassembly of claim 15, wherein the thermal
layer comprises at least one of: a thermal spreader, micro
fluidic cooling, liquid metal cooling, a two-phased closed
loop, and a refrigerant.

17. The subassembly of claim 15, wherein the first set is
coupled to the plurality of second semiconductor compo-
nents, and wherein the first set is configured to control the
plurality of second semiconductor components.

18. The subassembly of claim 17, wherein each unique
data path comprises a unique subset of the second semicon-
ductor components.

19. The subassembly of claim 15, wherein at least one of
the first set and the plurality of second semiconductor
components comprise a monolithic microwave integrated
circuit (MMIC).

20. The subassembly of claim 15, wherein the first set and
the plurality of second semiconductor components comprise
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at least one of silicon germanium (SiGe), gallium arsenide
(GaAs), gallium nitride (GaN), and indium phosphide (InP).

21. The subassembly of claim 15, wherein the MCMs
comprise one or more of processing components and data
storage components, wherein the processing components
and the data storage components are utilized by a master
controller of the electronically scanned array to perform
tasks of the electronically scanned array and are distributed
across the plurality of MCMs.

22. The subassembly of claim 15, further comprising a
plurality of data strings connecting each of the plurality of
MCMs to a master controller of the electronically scanned
array, such that the plurality of data strings provide redun-
dant data paths between the master controller and the
plurality of MCMs.

23. An electronically scanned array, comprising:

a master controller; and

a plurality of multi-chip transmit/receive modules, each

transmit/receive module comprising:

a first set of one or more first semiconductor components;

and

a plurality of second semiconductor components, wherein

the first set is coupled to the plurality of second
semiconductor components, and wherein the first set is
configured to control the plurality of second semicon-
ductor components;

wherein the each of the plurality of second semiconductor

components is accessible through a first plurality of
data paths providing communication between the first
set and the plurality of second semiconductor compo-
nents defined by a plurality of data strings, each data
string of the first plurality of data strings defining a
unique path between the first set and at least one of the
plurality of second semiconductor components, such
that the first plurality of data strings define redundant
data paths between the first set and each of the plurality
of second semiconductor components, and

wherein each of the transmit/receive modules is acces-

sible by the master controller through a second plurality
of data paths defined by a plurality of second data
strings providing communication between the master
controller and the plurality of transmit/receive mod-
ules, each data string of the second plurality of data
strings defining a unique path between the master
controller and at least one of the plurality of transmit/
receive modules, such that the second plurality of data
strings provide redundant data paths between the mas-
ter controller and each of the plurality of transmit/
receive modules, wherein the first set comprises an
a-channel transmit/receive radio frequency integrated
circuit (RFIC), and wherein the plurality of second
semiconductor components comprise f§ y-channel sec-
ond semiconductor components, where Pxy=c, and
a,p, and vy are integers.

24. The electronically scanned array of claim 23, wherein
one or more of the first semiconductor components and the
plurality of second semiconductor components comprise
monolithic microwave integrated circuits (MMICs).

25. The electronically scanned array of claim 23, wherein
the one or more of the first semiconductor components and
the plurality of second semiconductor components comprise
at least one of silicon germanium (SiGe), gallium arsenide
(GaAs), gallium nitride (GaN), and indium phosphide (InP).

26. The electronically scanned array of claim 23, wherein
each unique data path comprises a unique subset of the
second semiconductor components.
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27. The electronically scanned array of claim 23, wherein
each of the plurality of second semiconductor components
comprises at least one of a power amplifier, a low noise
amplifier, and a transmit/receive (T/R) RFIC.

28. The electronically scanned array of claim 23, wherein
at least one of the first semiconductor component and the
second semiconductor component comprise a T/R RFIC, the
T/R RFIC comprising at least one of a T/R switch, a
directional coupler, a PIN diode limiter, a power amplifier,
and a low noise amplifier.

29. The electronically scanned array of claim 23, wherein
each of the plurality of second semiconductor components is
accessible through at least three data strings.

30. An electronically scanned array, comprising:

a master controller; and

a plurality of multi-chip transmit/receive modules, each

transmit/receive module comprising:

a first set of one or more first semiconductor components;

and

a plurality of second semiconductor components, wherein

the first set is coupled to the plurality of second
semiconductor components, and wherein the first set is
configured to control the plurality of second semicon-
ductor components;

wherein the each of the plurality of second semiconductor

components is accessible through a first plurality of
data paths defined by a plurality of data strings for
communication between the first set and the plurality of
second semiconductor components, each data string of
the first plurality of data strings defining a unique path
between the first set and at least one of the plurality of
second semiconductor components, such that the first
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plurality of data strings define redundant data paths
between the first set and each of the plurality of second
semiconductor components, and

wherein each of the transmit/receive modules is acces-

sible by the master controller through a second plurality
of data paths defined by a plurality of second data
strings providing communication between the master
controller and the plurality of transmit/receive mod-
ules, each data string of the second plurality of data
strings defining a unique path between the master
controller and the plurality of transmit/receive mod-
ules, such that the second plurality of data strings define
redundant data paths between the master controller and
the plurality of transmit/receive modules, wherein the
first set comprises an a-channel transmit/receive radio
frequency integrated circuit (RFIC), and wherein each
of the plurality of second semiconductor components is
a first device with respect to the first set in only one data
path defined by the first plurality of data strings.

31. The electronically scanned array of claim 23, wherein
the plurality of multi-chip transmit/receive modules com-
prise one or more of processing components and data
storage components, wherein the processing components
and the data storage components are utilized by a master
controller to perform tasks of the electronically scanned
array are distributed across the plurality of multi-chip trans-
mit/receive modules.

32. The electronically scanned array of claim 23, wherein
at least one of control elements and storage elements of a set
of beam coefficients is distributed across two or more of the
multi-chip transmit/receive modules.
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